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SUCTION LIFT 
The maximum suction head on water at 20°C and inclusive of foot valve and friction losses should not exceed the heads shown in the table 
below.  For higher suction head select larger pump at a slower speed. 
 

FLOW RATE – Litres per second 0.8 1.2 1.6 2.0 2.4 2.8 
SUCTION HEAD - Metres 7.0 6.5 6.0 5.0 4.5 3.5 

 
PRICES FOR COMPLETE UNITS – Comprising :- Pump; Engine with clutch or Electric Motor; Pulleys; Vee Belts; Welded Steel Base 
(Engine Units Only) and Belt Guard.  Assembled and packed for despatch.  For Electric Start, add Code and Price. 

kW
REQUIRED

CODE PRICE $ CODE PRICE $ CODE PRICE $ CODE PRICE $ CODE PRICE $
0.75 S510-075S… 3882 S510-075T… 3468 S510-075P… 5653 S510-075D… 9925 DEY-075ES 1048
1.1 S510-110S… 3926 S510-110T… 3673 S510-110P… 5653 S510-110D… 9925 DEY-110ES 1048
1.5 S510-150S… 3978 S510-150T… 3732 S510-150P… 5653 S510-150D… 9925 DEY-150ES 1048
2.2 S510-220S… 4287 S510-220T… 3740 S510-220P… 5653 S510-220D… 9925 DEY-220ES 1048
3.0 S510-370S… 4959 S510-300T… 3872 S510-300P… 5653 S510-300D… 9925 DEY-300ES 1048

ELECTRIC START
MANUAL START

PETROLELECTRIC
SINGLE PHASE THREE PHASE EXTRA FORENGINE

DIESEL ENGINE
DISCOUNT CATEGORY A15

HELICAL ROTOR - SURFACE

Pump Speed A B C D E F G H J K L M N P
RPM 640 720 800 900 1000 1120 1200 1340 1450 1540 1645 1745 1850 1960

OPTIONAL ENGINE AND PUMP PROTECTION PANELS FOR USE WITH ELECTRIC START DIESEL UNITS
(WEATHERPROOF PANELS)
DESCRIPTION CODE PRICE $
STANDARD PANEL - Low  Oil Pressure, High Water Temp, Fan Belt Breakage, 99.9hr Time Clock, DUP-T11 2100
High/Low  Pump Pressure
AUTO-START PANEL - Low  Oil Pressure, High Water Temp, Fan Belt Breakage, 99.9hr Time Clock, DUP-T12 2424
High/Low  Pump Pressure, Auto-Start, 7 Day/24 Hr Programmable Timer

SOUTHERN CROSS HELICAL ROTOR – PROGRESSIVE CAVITY
 
HOW TO SELECT BELT DRIVEN UNITS 
The selection chart below shows the unit performance at a variety of standard speeds. 

1. Plot the intersection where your required flow and head meet.  This gives the kW required.               
Example – 2.0 litres per second @ 30 metres head – 1.5kW 

2. Select the speed line (A to P) closest to the point selected.  Example – J 
3. The price/code of the unit can then be read from the prices table below by using the selected kW and type of electric motor or 

engine. 
4. The price of the unit does not change for various standard speeds but at the time of ordering the selected speed must be 

specified by adding the required speed indicator to the end of the unit ordering code.   
 Example – for single phase electric motor unit  to pump 2.0 litres per second @ 30 metres – S510-150SJ 

FLOWS  0.6 TO 2.8 
LITRES PER SEC. 
HEADS TO 60 M 

MODEL S510 
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SUCTION LIFT 
The maximum suction head on water at 20°C and inclusive of foot valve and friction losses should not exceed the heads shown in the table 
below.  For higher suction head select larger pump at a slower speed. 
 

FLOW RATE – Litres per second 0.6 1.0 1.4 1.8 2.2 2.6 
SUCTION HEAD - Metres 7.5 7.0 6.5 5.5 5.0 4.0 

 
PRICES FOR COMPLETE UNITS – Comprising :- Pump; Engine with clutch or Electric Motor; Pulleys; Vee Belts; Welded Steel Base 
(Engine Units Only) and Belt Guard.  Assembled and packed for despatch.  For Electric Start, add Code and Price. 

DISCOUNT CATEGORY A15
kW

REQUIRED

CODE PRICE $ CODE PRICE $ CODE PRICE $ CODE PRICE $ CODE PRICE $
1.5 S520-150S… 4173 S520-150T… 3989 S520-150P… 6283 S520-150D… 11364 DEY-150ES 1048
2.2 S520-220S… 4494 S520-220T… 4107 S520-220P… 6283 S520-220D… 11364 DEY-220ES 1048
3.0 S520-370S… 5223 S520-300T… 4265 S520-300P… 6283 S520-300D… 11364 DEY-300ES 1048
4.0 S520-400T… 4567 S520-400D… 11485 DEY-400ES 1214
5.5 S520-550T… 4645 S520-550D… 11738 DEY-550ES 1174

THREE PHASE

-

DIESEL ENGINE

ELECTRIC START
MANUAL START

PETROL

-
-
-

EXTRA FORENGINE
ELECTRIC

SINGLE PHASE

HELICAL ROTOR - SURFACE

Pump Speed A B C D E F G H J K L M N P
RPM 640 720 800 900 1000 1120 1200 1340 1450 1540 1645 - - -

SOUTHERN CROSS HELICAL ROTOR – PROGRESSIVE CAVITY
 
HOW TO SELECT BELT DRIVEN UNITS 
The selection chart below shows the unit performance at a variety of standard speeds. 

1. Plot the intersection where your required flow and head meet.  This gives the kW required.              
Example – 2.0 litres per second @ 60 metres head – 3kW 

2. Select the speed line (A to P) closest to the point selected.  Example – J 
3. The price/code of the unit can then be read from the prices table below by using the selected kW and type of electric motor or 

engine. 
4. The price of the unit does not change for various standard speeds but at the time of ordering the selected speed must be 

specified by adding the required speed indicator to the end of the unit ordering code.   
Example – for petrol engine unit to pump 2.0 litres per second @ 60 metres – S520-300PJ 

FLOWS  0.6 TO 2.5 
LITRES PER SEC. 
HEADS TO 120 M 
MODEL S520 

OPTIONAL ENGINE AND PUMP PROTECTION PANELS FOR USE WITH ELECTRIC START DIESEL UNITS
(WEATHERPROOF PANELS)
DESCRIPTION CODE PRICE $
STANDARD PANEL - Low  Oil Pressure, High Water Temp, Fan Belt Breakage, 99.9hr Time Clock, DUP-T11 2100
High/Low  Pump Pressure
AUTO-START PANEL - Low  Oil Pressure, High Water Temp, Fan Belt Breakage, 99.9hr Time Clock, DUP-T12 2424
High/Low  Pump Pressure, Auto-Start, 7 Day/24 Hr Programmable Timer
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M ODEL SUIT COLUM N AND SHAFT
M M CODE PRICE $

SINGLE STAGE - 60M  
SSB410 PUMP ELEMENT 40 X 14 SSB410        1840
SSB510 PUMP ELEMENT 50 X 18 SSB510        2345

TWO STAGE - 120M
SSB420 PUMP ELEMENT 40 X 14 SSB420        2120
SSB520 PUMP ELEMENT 50 X 18 SSB520        2454

"SS" SERIES HELICAL ROTOR PUMP ELEMENT

QUICK SELECTION 
CHART 

“SS SERIES” 
HELICAL ROTOR 

PUMPS 
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SOUTHERN CROSS HELICAL ROTOR – PROGRESSIVE CAVITY
 
HOW TO SELECT BELT DRIVEN UNITS 
The selection chart below shows the unit performance at a variety of standard speeds. 

1. Plot the intersection where your required flow and head meet.  This gives the kW required.             
 Example – 0.8 litres per second @ 30 metres head – 1.1kW 

2. Select the speed line (A to P) closest to the point selected.  Example – H 
3. The price/code of the unit can then be read from the prices table below by using the selected kW 

 and type of electric motor or engine. 
4. The price of the unit does not change for various standard speeds but at the time of ordering the selected speed 

must be specified by adding the required speed indicator to the end of the unit ordering code. 
 Example – for petrol engine unit to pump 0.8 litres per second @ 30 metres – B410-110PH 

FLOWS 0.3 TO 1.3 
LITRES PER SEC. 
HEADS TO 60 M 

MODEL SB410

PRICE FOR COMPLETE UNITS (Less Column and Shafting) 
Electric Units Comprise – Pump Element (as dimensioned above); Discharge Head; Belt Drive Head; Electric Motor with Mounting Plate; 
Canopy/Belt Guard; Pulleys and Vee Belts. 
Engine Units Comprise – Pump Element; Discharge Head and Sub-base; Belt Drive Head; Engine with Centrifugal Clutch, Pulleys and Vee 
Belts; Engine Sub-base and Installation Jig.  Note! A Belt Guard is provided for engine ¼ twist belt drive.  For Electric Start, add Code and 
Price. 

kW
REQUIRED

CODE PRICE $ CODE PRICE $ CODE PRICE $ CODE PRICE $ CODE PRICE $
0.75 B410-075S… 4481 B410-075T… 3986 B410-075P… 7392 B410-075D… 10421 DEY-075ES 1048
1.1 B410-110S… 4497 B410-110T… 4015 B410-110P… 7392 B410-110D… 10421 DEY-110ES 1048
1.5 B410-150S… 4815 B410-150T… 4476 B410-150P… 7392 B410-150D… 10421 DEY-150ES 1048

ELECTRIC START
MANUAL START

ELECTRIC
SINGLE PHASE THREE PHASE

PETROL
EXTRA FORENGINE

DIESEL ENGINE

PRICES FOR COLUMN AND SHAFTING …… Size 40mm X 14mm
Heavy wall galvanized column with parallel theads.  Price includes one stabiliser for every 6 metres of column pipe.
Column
Length
Code PH801 PH802 PH803 PH804 PH805 PH806 PH807 PH808 PH809 PH851 PH852
Price $ 436 871 1307 1742 2178 2614 3049 3485 3920 4356 8712

Actual pump suction will be deeper than column and shafting by 2.1 metres.

70ft
21m

80ft
24m

200ft
60m

90ft
27m

100ft
30m

40ft
12m

50ft
15m

60ft
18m

10ft
3m

20ft
6m

30ft
9m

MINIMUM INSIDE DIAMETER BORE 100mm. RECOMMENDED COLUMN AND SHAFT SIZE 40mm x 14mm.

DISCOUNT CATEGORY A15

Pump Speed A B C D E F G H J K L M N P
RPM 640 720 800 900 1000 1120 1200 1340 1450 1540 1645 1745 1850 1960

OPTIONAL ENGINE AND PUMP PROTECTION PANELS FOR USE WITH ELECTRIC START DIESEL UNITS
(WEATHERPROOF PANELS)
DESCRIPTION CODE PRICE $
STANDARD PANEL - Low  Oil Pressure, High Water Temp, Fan Belt Breakage, 99.9hr Time Clock, DUP-T11 2100
High/Low  Pump Pressure
AUTO-START PANEL - Low  Oil Pressure, High Water Temp, Fan Belt Breakage, 99.9hr Time Clock, DUP-T12 2424
High/Low  Pump Pressure, Auto-Start, 7 Day/24 Hr Programmable Timer
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DESCRIPTION CODE PRICE $
STANDARD PANEL - Low  Oil Pressure, High Water Temp, Fan Belt Breakage, 99.9hr Time Clock, DUP-T11 2100
High/Low  Pump Pressure
AUTO-START PANEL - Low  Oil Pressure, High Water Temp, Fan Belt Breakage, 99.9hr Time Clock, DUP-T12 2424
High/Low  Pump Pressure, Auto-Start, 7 Day/24 Hr Programmable Timer
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SOUTHERN CROSS HELICAL ROTOR – PROGRESSIVE CAVITY
 
HOW TO SELECT BELT DRIVEN UNITS 
The selection chart below shows the unit performance at a variety of standard speeds. 

1. Plot the intersection where your required flow and head meet.  This gives the kW required.             
 Example – 0.7 litres per second @ 60 metres head – 1.5kW 

2. Select the speed line (A to P) closest to the point selected.  Example – G 
3. The price/code of the unit can then be read from the prices table below by using the selected kW 

 and type of electric motor or engine. 
4. The price of the unit does not change for various standard speeds but at the time of ordering the selected speed 

must be specified by adding the required speed indicator to the end of the unit ordering code. 
 Example – for petrol engine unit to pump 0.7 litres per second @ 60 metres – B420-150PG 

FLOWS 0.3 TO 1.3 
LITRES PER SEC. 
HEADS TO 120 M 

MODEL SB420

PRICE FOR COMPLETE UNITS (Less Column and Shafting) 
Electric Units Comprise – Pump Element (as dimensioned above); Discharge Head; Belt Drive Head; Electric Motor with Mounting Plate; 
Canopy/Belt Guard; Pulleys and Vee Belts. 
Engine Units Comprise – Pump Element; Discharge Head and Sub-base; Belt Drive Head; Engine with Centrifugal Clutch, Pulleys and Vee 
Belts; Engine Sub-base and Installation Jig.  Note! A Belt Guard is not provided for engine ¼ twist belt drive.  For Electric Start, add Code 
and Price. 

PRICES FOR COLUMN AND SHAFTING …… Size 40mm X 14mm
Heavy wall galvanized column with parallel theads.  Price includes one stabiliser for every 6 metres of column pipe.
Column
Length
Code PH801 PH802 PH803 PH804 PH805 PH806 PH807 PH808 PH809 PH851 PH852 PH853 PH854
Price $ 436 871 1307 1742 2178 2614 3049 3485 3920 4356 8712 13068 17511

Actual pump suction will be deeper than column and shafting by 2.1 metres.

10ft
3m

20ft
6m

30ft
9m

90ft
27m

100ft
30m

40ft
12m

50ft
15m

60ft
18m

300ft
90m

400ft
120m

70ft
21m

80ft
24m

200ft
60m

MINIMUM INSIDE DIAMETER BORE 100mm. RECOMMENDED COLUMN AND SHAFT SIZE 40mm x 14mm.

DISCOUNT CATEGORY A15

Pump Speed A B C D E F G H J K L M N P
RPM 640 720 800 900 1000 1120 1200 1340 1450 1540 1645 1745 1850 1960

kW
REQUIRED

CODE PRICE $ CODE PRICE $ CODE PRICE $ CODE PRICE $ CODE PRICE $
0.75 B420-075S… 4642 B420-075T… 4235 B420-075P… 7634 B420-075D… 10269 DEY-075ES 1048
1.1 B420-110S… 4752 B420-110T… 4410 B420-110P… 7634 B420-110D… 10269 DEY-110ES 1048
1.5 B420-150S… 5071 B420-150T… 4734 B420-150P… 7634 B420-150D… 10269 DEY-150ES 1048
2.2 B420-220S… 5330 B420-220T… 4839 B420-220P… 7634 B420-220D… 10269 DEY-220ES 1048

ELECTRIC START
MANUAL START

ELECTRIC
SINGLE PHASE THREE PHASE ENGINE EXTRA FOR

PETROL DIESEL ENGINE
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SOUTHERN CROSS HELICAL ROTOR – PROGRESSIVE CAVITY
 
HOW TO SELECT BELT DRIVEN UNITS 
The selection chart below shows the unit performance at a variety of standard speeds. 

1. Plot the intersection where your required flow and head meet.  This gives the kW required.             
 Example – 2.0 litres per second @ 30 metres head – 1.5kW 

2. Select the speed line (A to P) closest to the point selected.  Example – H 
3. The price/code of the unit can then be read from the prices table below by using the selected kW  

 and type of electric motor or engine. 
4. The price of the unit does not change for various standard speeds but at the time of ordering the selected speed 

must be specified by adding the required speed indicator to the end of the unit ordering code. 
 Example – for single phase electric motor unit to pump 2.0 litres per second @ 30 metres – B510-150SJ

FLOWS 0.6 TO 2.8 
LITRES PER SEC. 
HEADS TO 60 M 

MODEL SB510

MINIMUM INSIDE DIAMETER BORE 120mm. RECOMMENDED COLUMN AND SHAFT SIZE 50mm x 18mm.

kW
REQUIRED

CODE PRICE $ CODE PRICE $ CODE PRICE $ CODE PRICE $ CODE PRICE $
0.75 B510-075S… 4671 B510-075T… 4261 B510-075P… 7691 B510-075D… 10715 DEY-075ES 1048
1.1 B510-110S… 4778 B510-110T… 4300 B510-110P… 7691 B510-110D… 10715 DEY-110ES 1048
1.5 B510-150S… 5683 B510-150T… 4798 B510-150P… 7691 B510-150D… 10715 DEY-150ES 1048
2.2 B510-220S… 5984 B510-220T… 5453 B510-220P… 7691 B510-220D… 11299 DEY-220ES 1048
3.0 B510-370S… 6166 B510-300T… 5578 - B510-300D… 11299 DEY-300ES 1048

 
-

ELECTRIC
SINGLE PHASE THREE PHASE ENGINE EXTRA FOR

PETROL DIESEL ENGINE

ELECTRIC START
MANUAL START

PRICES FOR COLUMN AND SHAFTING …… Size 50mm X 18mm
Heavy wall galvanized column with parallel theads.  Price includes one stabiliser for every 6 metres of column pipe.
Column
Length
Code PH811 PH812 PH813 PH814 PH815 PH816 PH817 PH818 PH819 PH861 PH862
Price $ 496 992 1488 1984 2481 2977 3473 3969 4465 4961 9922

Actual pump suction will be deeper than column and shafting by 2.2 metres.

200ft
60m

90ft
27m

100ft
30m

70ft
21m

80ft
24m

50ft
15m

60ft
18m

30ft
9m

40ft
12m

10ft
3m

20ft
6m

PRICE FOR COMPLETE UNITS (Less Column and Shafting) 
Electric Units Comprise – Pump Element (as dimensioned above); Discharge Head; Belt Drive Head; Electric Motor with Mounting Plate; 
Canopy/Belt Guard; Pulleys and Vee Belts. 
Engine Units Comprise – Pump Element; Discharge Head and Sub-base; Belt Drive Head; Engine with Centrifugal Clutch, Pulleys and Vee 
Belts; Engine Sub-base and Installation Jig.  Note! A Belt Guard is not provided for engine ¼ twist belt drive.  For Electric Start, add Code 
and Price. 

DISCOUNT CATEGORY A15

Pump Speed A B C D E F G H J K L M N P
RPM 640 720 800 900 1000 1120 1200 1340 1450 1540 1645 1745 1850 1960

OPTIONAL ENGINE AND PUMP PROTECTION PANELS FOR USE WITH ELECTRIC START DIESEL UNITS
(WEATHERPROOF PANELS)
DESCRIPTION CODE PRICE $
STANDARD PANEL - Low  Oil Pressure, High Water Temp, Fan Belt Breakage, 99.9hr Time Clock, DUP-T11 2100
High/Low  Pump Pressure
AUTO-START PANEL - Low  Oil Pressure, High Water Temp, Fan Belt Breakage, 99.9hr Time Clock, DUP-T12 2424
High/Low  Pump Pressure, Auto-Start, 7 Day/24 Hr Programmable Timer
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SOUTHERN CROSS HELICAL ROTOR – PROGRESSIVE CAVITY
 
HOW TO SELECT BELT DRIVEN UNITS 
The selection chart below shows the unit performance at a variety of standard speeds. 

1. Plot the intersection where your required flow and head meet.  This gives the kW required.             
 Example – 2.0 litres per second @ 60 metres head – 3kW 

2. Select the speed line (A to L) closest to the point selected.  Example – J 
3. The price/code of the unit can then be read from the prices table below by using the selected kW  

and type of electric motor or engine. 
4. The price of the unit does not change for various standard speeds but at the time of ordering the selected speed 

must be specified by adding the required speed indicator to the end of the unit ordering code. 
 Example – for petrol engine unit to pump 2.0 litres per second @ 60 metres – B520-300PJ 

FLOWS 0.6 TO 2.5 
LITRES PER SEC. 
HEADS TO 120 M 

MODEL SB520

MINIMUM INSIDE DIAMETER BORE 120mm. RECOMMENDED COLUMN AND SHAFT SIZE 50mm x 18mm.
PRICE FOR COMPLETE UNITS (Less Column and Shafting) 
Electric Units Comprise – Pump Element (as dimensioned above); Discharge Head; Belt Drive Head; Electric Motor with Mounting Plate; 
Canopy/Belt Guard; Pulleys and Vee Belts. 
Engine Units Comprise – Pump Element; Discharge Head and Sub-base; Belt Drive Head; Engine with Centrifugal Clutch, Pulleys and Vee 
Belts; Engine Sub-base and Installation Jig.  Note! A Belt Guard is not provided for engine ¼ twist belt drive.  For Electric Start, add Code 
and Price. 

kW
REQUIRED

CODE PRICE $ CODE PRICE $ CODE PRICE $ CODE PRICE $ CODE PRICE $
1.5 B520-150S… 5814 B520-150T… 5861 B520-150P… 7825 B520-150D… 10849 DEY-150ES 1048
2.2 B520-220S… 6115 B520-220T… 5966 B520-220P… 7825 B520-220D… 11433 DEY-220ES 1048
3.0 B520-370S… 6728 B520-300T… 6091 - B520-300D… 11433 DEY-300ES 1048
4.0 - B520-400T… 6802 - B520-400D… 12022 DEY-400ES 1214
5.5 B520-550S… 7270 B520-550T… 6907 - B520-550D… 12356 DEY-550ES 1174

 

EXTRA FOR
PETROL DIESEL ENGINE

ELECTRIC START
MANUAL START

ELECTRIC
SINGLE PHASE THREE PHASE ENGINE

-

-
- -

PRICES FOR COLUMN AND SHAFTING …… Size 50mm X 18mm
Heavy wall galvanized column with parallel theads.  Price includes one stabiliser for every 6 metres of column pipe.
Column
Length
Code PH811 PH812 PH813 PH814 PH815 PH816 PH817 PH818 PH819 PH861 PH862 PH863 PH864
Price $ 496 992 1488 1984 2481 2977 3473 3969 4465 4961 9922 14883 19844

Actual pump suction will be deeper than column and shafting by 2.3 metres.

10ft
3m

20ft
6m

30ft
9m

90ft
27m

100ft
30m

40ft
12m

50ft
15m

60ft
18m

300ft
90m

400ft
120m

70ft
21m

80ft
24m

200ft
60m

DISCOUNT CATEGORY A15

Pump Speed A B C D E F G H J K L M N P
RPM 640 720 800 900 1000 1120 1200 1340 1450 1540 1645 - - -

OPTIONAL ENGINE AND PUMP PROTECTION PANELS FOR USE WITH ELECTRIC START DIESEL UNITS
(WEATHERPROOF PANELS)
DESCRIPTION CODE PRICE $
STANDARD PANEL - Low  Oil Pressure, High Water Temp, Fan Belt Breakage, 99.9hr Time Clock, DUP-T11 2100
High/Low  Pump Pressure
AUTO-START PANEL - Low  Oil Pressure, High Water Temp, Fan Belt Breakage, 99.9hr Time Clock, DUP-T12 2424
High/Low  Pump Pressure, Auto-Start, 7 Day/24 Hr Programmable Timer
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DISCOUNT CATEGORY A15

BELT DRIVE HEADS AND DISCHARGE HEADS

TO SUIT PUMPS SB410, SB420, SB510 AND SB520
DESCRIPTION PACK

 SIZE CODE PRICE $
PFB Vertical Belt Drive Head less Pulley 1 PH340              1889
- Complete w ith Top Drive Shaft and Discharge
  Head w ith f ittings to suit 40 x 14mm
  and 50 x 18mm Column & Shaft  
Top Shaft 1 PH555              226
Motor Mounting Plate w /- Canopy 1 PH341              1063

Pulleys to suit PFB Head
5 5/8" PCD x 2A Vee Pulley 1 PH600              318
6" PCD x 2A Vee Pulley 1 PH605              318
6 1/2" PCD x 2B Vee Pulley 1 PH601              318
7" PCD x 3A Vee Pulley 1 PH606              318

Pump model SUIT COLUMN & SHAFT MM
SINGLE STAGE - 60M  

SB410 PUMP ELEMENT 40 X 14
SB510 PUMP ELEMENT 50X 18

TWO STAGE - 120M  
SB420 PUMP ELEMENT 40 X 14
SB520 PUMP ELEMENT 50X 18

SOUTHERN CROSS "SSB" AND "P Series" HELICAL ROTOR BOREHOLE PUMP UNITS -
COLUMN COMPONENTS

TO SUIT PUMPS SSB520 ABOVE 4kW, PXG, PDG,
PDH UP TO 7.5kW AND PXJ UP TO 7.5kW

DESCRIPTION PACK
 SIZE CODE PRICE $

PFD Vertical Belt Drive Head less Pulley 1 PH342              1706
- Complete w ith Top Drive Shaft and Discharge
  Head w ith f ittings to suit either 50 x 18mm
  or 65 x 20mm Column & Shaft  
Top Shaft 1 PH317              237
PFD Vertical Belt Drive Head less Pulley 1 PH343              3688
- Complete w ith Top Drive Shaft and Discharge
  Head w ith f ittings to suit either 80 x 20mm
  or 100 x 25mm Column & Shaft  
Top Shaft 1 PH317              237

Pulleys to suit PFD Head
6 1/2" PCD x 2B Deep Groove Vee Pulley 1 PH032              520
9" PCD x 2B Deep Groove Vee Pulley 1 PH033              520
12" PCD x 2B Deep Groove Vee Pulley 1 PH012              568
6" PCD x 4A Vee Pulley 1 PH007              520
12" PCD x 3A Vee Pulley 1 PH008              520

DISCOUNT CATEGORY A15
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SOUTHERN CROSS "SSB" AND "P Series" HELICAL ROTOR BOREHOLE PUMP UNITS -
COLUMN COMPONENTS

LUBRICANTS AND SEALERS
LUBRICANTS AND SEALERS

DESCRIPTION PACK
SIZE CODE PRICE $

Rubber Grease 500g 1 XPT182            35
Hydroseal 1 Litre 1 XPT184            32

40 X 14MM COLUMN & SHAFTING
DESCRIPTION PACK

SIZE CODE PRICE $
3m X 40mm Column Pipe & Coupling 1 PH274B            152
Stabilizer - up to 156mm 1 PFT007            56
Stabilizer - up to 206mm 1 PFT015B          78
Drive Shaft Bearing 1 NZT004            26
Drive Shaft Journal 1 NZT006            26
Drive Shaft 1414 x 14mm & Couplings 1 PH100B            72
Drive Shaft Coupling 1 NZT002            33

50 X 18MM COLUMN & SHAFTING
3m X 50mm Column Pipe & Coupling 1 PH275B            174
Stabilizer  1 PFV007            61
Drive Shaft Bearing 1 NZV004           31
Drive Shaft Journal 1 NZV006           31
Drive Shaft 1397 x 18mm & Couplings 1 PH110B            89
Drive Shaft Coupling 1 NZV002           51

DISCOUNT CATEGORY A15


